SKID-MOUNTED LUBRICATION ASSEMBLIES

MODEL 11610
55-GALLON PNEUMATIC UNIT AND STAINLESS STEEL HOSE REEL

Custom designed and built for a Valve Manufacturing Production plant. This unit is rated at 7,500 psi and delivers 6-1/4 lbs. in one minute from the end of a ½ inch I.D. 50 ft. hose.

MODEL 11545
5-QUART, 10-LB PNEUMATIC UNIT
100 TO 1 RATIO PUMP AND STAINLESS STEEL HOSE REEL

Custom designed and built for a valve manufacturer to use in India’s offshore waters. This unit utilizes a 3/8 inch I.D., 75 ft. hose. With this hose, 110 psi inlet pressure delivers 6,300 psi at the giant button head coupler. At plus 74 °F, this unit will deliver over 10,000 psi with a 10 ft. hose at 110 to 125 inlet pressure.

OTHER MODELS INCLUDING HOSE ASSEMBLY OPTIONS, DRUM SIZES, COMPRESSOR, CONTAINER AND SKID TYPES ARE AVAILABLE.

OPERATE WITH CAUTION AND SAFETY

THESE PRODUCTS ARE SERVICEABLE, RECYCLABLE, AND PARTS ARE AVAILABLE

MADE AND ASSEMBLED IN U.S.A.
SKID-MOUNTED LUBRICATION ASSEMBLY – MODEL 11600
Rated to 10,000 psi

The DUALCO SKID-MOUNTED LUBRICATION ASSEMBLY is needed for high-pressure and volume distribution applications when 120 lb. drums are used. This Assembly is necessary and ideal for remote locations where no other power source such as air, gas, or electric is available. Performing well in hot or cold weather, this Assembly is rugged, long lasting, precision-manufactured, and will pump various types of light or heavy lubricants, sealants, packing, or cleaners that are up to NLGI-4.

The longer lasting diesel engine included in this Assembly builds pressure rapidly, and 10 H.P. affords extra power, when needed, to pump heavy or special materials efficiently. By having a Stainless Steel Hose Reel, more corrosion protection and longer life is possible than conventional hose reels. This DUALCO SKID-MOUNTED LUBRICATION ASSEMBLY is easily vehicle-transported from job site to job site and either loaded onto the vehicle from the top of the Assembly via the four lifting eyes or from the bottom via the forklift slots.

OTHER MODELS INCLUDING HOSE ASSEMBLY OPTIONS, DRUM SIZES, ENGINE & SKID TYPES AVAILABLE

USES FOR THE DUALCO SKID-MOUNTED LUBRICATION ASSEMBLY INCLUDE
LUBRICATING PUMPS AND BALL, GATE & PLUG VALVES

COMMON INDUSTRY APPLICATIONS
PIPELINES CONVEYING CHEMICALS, CRUDE/REFINED OIL, NATURAL GAS, LPG, HYDROCARBONS AND OTHER FUELS
PUMPING & COMPRESSOR STATIONS
REFINERIES & CHEMICAL PLANTS
GAS & OIL DRILLING/PRODUCTION FIELDS ON LAND & OFFSHORE
HEAVY EQUIPMENT, MINING & MARINE, INDUSTRIAL & MUNICIPAL UTILITIES

FEATURES
- SAFETY DEVICES INCLUDE TAMPER PROOF RELIEF VALVE, BLEEDER VALVE AND 2 AIR REGULATORS
- COMPACT, PORTABLE AND LIGHTWEIGHT
- COMPLETELY SELF-CONTAINED AND SELF-POWERED
- SUPERIOR PUMPING PERFORMANCE WITH LUBRICANTS, SEALANTS, PACKING or CLEANERS
- EASY DRUM CHANGE OVER
- HEAVY DUTY CONSTRUCTION
- EASY START-UP AND SHUT-DOWN
- SPARK RESISTANT ALUMINUM SKID WITH HIGH-TEMPERATURE PAINT
- STAINLESS HOSE REEL
- EASILY SERVICEABLE AND PARTS ARE AVAILABLE

OPERATE WITH CAUTION AND SAFETY

SPECIFICATIONS:
- NET WEIGHT 850 lbs.
- SHIPPEING WEIGHT 1,020 lbs.
- DIMENSIONS 53” X 38” X 54” tall
- SHIPPIING DIMENSIONS 54” X 44” X 60”
- AIR PUMP INLET ½” NPT(½)
- AIR PUMP MATERIAL OUTLET ½” NPT(½)
- SELF PRIMING PUMP
- AIR CONSUMPTION 20 CFM TO 200 CFM
- DELIVERY UP TO 13 lbs/min.
- 10 H.P. DIESEL ENGINE, 30 gal. AIR COMPRESSOR TANK
- 100 ft. DISCHARGE HOSE
- HOSE ASSEMBLY OUTLET CONNECTION = G.B. COUPLER

THIS PRODUCT IS REPAIRABLE AND RECYCLABLE
MADE AND ASSEMBLED IN U.S.A.
SKID-MOUNTED LUBRICATION ASSEMBLY – MODEL 11570
Rated to 10,000 psi

DUALCO’s Model 11570 is a high-pressure, skid-mounted, fully-transportable lubrication assembly. It is ideal for gathering, transmission, plant, or offshore applications. This assembly is equipped to operate with two 5-quart, 10 lb. containers. Included is a fully enclosed, lockable, heavy-duty steel, sealed service cabinet. This self-contained lubrication assembly is designed for remote locations where power sources, such as electricity, air, or gas, are not available. Model 11570 performs well in hot or cold environments and is a precision-manufactured, rugged, long lasting assembly. It is designed to pump various types of heavy or light lubricants, sealants, packing or cleaners up to NLGI-4.

The Diesel-powered Air Compressor in this assembly builds pressure rapidly, affording extra pneumatic power when needed. This quick response increases the assembly’s ability to pump heavy or special materials efficiently. By utilizing Stainless Steel Hose Reels instead of conventional reels, increased corrosion protection and longer life is assured. Model 11570 is easily vehicle-transported from job site to job site and is loaded from top lift points of the assembly, or from the assembly bottom, via forklift.

FEATURES

- Completely Self-Contained and Self-Powered
- Superior Pumping Performance with Lubricants, Sealants, Packing and Cleaners
- Used for Lubricating Pumps, Ball, Gate and Plug Valves
- Safety Devices, include Relief Valves, Bleeder Valves, Bleeder Lines, and Air Regulators
- 2 Stainless Steel Hose Reels
- 10,000 psi W.P. Hoses
- Heavy-Duty Construction
- Easy Start-Up and Shut-Down
- Easy 5-quart Container Change-Over

OPERATE WITH CAUTION AND SAFETY

SPECIFICATIONS:  SHIPPING WEIGHT 3,555 lbs., NET WEIGHT 2,800 lbs. (without grease) • 86” x 61” x 66” tall • CUSTOM METAL SKID • DIESEL AIR COMPRESSOR • STEEL SERVICE CABINET • CONTROL PANEL • LARGE CAPACITY FUEL TANK • 100:1 RATED AIR PUMPS • HEAVY DUTY STAINLESS STEEL HOSE REELS with 30 ft. DISCHARGE HOSES.

EASILY SERVICEABLE AND PARTS ARE AVAILABLE
CONTAINERIZED LUBRICATION ASSEMBLY – MODEL 11700

Rated to 14,000 psi

The DUALCO CONTAINERIZED LUBRICATION ASSEMBLY is needed for high-pressure and volume distribution applications when multiple 400 lb. drums are used. This Assembly is necessary and ideal for remote locations where no other power source such as air, gas, or electric is available. Performing well in hot or cold weather, this Assembly is rugged, long lasting, precision-manufactured, and will pump various types of light or heavy lubricants, sealants, packing, or cleaners that are up to NLGI-4.

The Diesel Air Compressor included in this Assembly builds pressure rapidly, and affords extra power when needed, to pump heavy or special materials efficiently. By having Stainless Steel Hose Reels, more corrosion protection and longer life is possible than conventional hose reels. This DUALCO CONTAINERIZED LUBRICATION ASSEMBLY is easily vehicle-transported from job site to job site and either loaded onto the vehicle from the top of the Assembly or from the bottom via forklift slots. A two-wheel drum dolly is included to maneuver 55-gal. drums within container.

OTHER MODELS INCLUDING HOSE ASSEMBLY OPTIONS, DRUM SIZES, COMPRESSOR, CONTAINER & SKID TYPES AVAILABLE

USES FOR THE DUALCO CONTAINERIZED LUBRICATION ASSEMBLY INCLUDE

LUBRICATING PUMPS AND BALL, GATE & PLUG VALVES

COMMON INDUSTRY APPLICATIONS

PIPLINES CONVEYING CHEMICALS, CRUDE/REFINED OIL, NATURAL GAS, LPG, HYDROCARBONS AND OTHER FUELS

PUMPING & COMPRESSOR STATIONS

REFINERIES & CHEMICAL PLANTS

GAS & OIL DRILLING/PRODUCTION FIELDS ON LAND & OFFSHORE

HEAVY EQUIPMENT, MINING & MARINE, INDUSTRIAL & MUNICIPAL UTILITIES

FEATURES

- SAFETY DEVICES INCLUDE RUNAWAY VALVES, RELIEF VALVES, BLEEDER VALVES AND AIR REGULATORS
- INCLUDES TWO PRESSURE PRIMERS AND TWO PUMPS
- COMPLETELY SELF-CONTAINED AND SELF-POWERED
- SUPERIOR PUMPING PERFORMANCE WITH LUBRICANTS, SEALANTS, PACKING & CLEANERS
- EASY DRUM CHANGE OVER/DUAL DRUM STORAGE
- HEAVY DUTY CONSTRUCTION
- EASY START-UP AND SHUT-DOWN
- INCLUDES DUALCO 11410, PORTABLE 10,000 PSI AIR PUMP FOR 5 GAL. PAIL
- STAINLESS HOSE REELS PUMP CYCLE COUNTERS
- WORK BENCH, VISE, TOOL CABINET AND TOOLS

OPERATE WITH CAUTION AND SAFETY

SPECIFICATIONS: SHIPPING AND NET WEIGHT 9,750 lbs. (WITHOUT GREASE) · DIMENSIONS 20’ X 8’ X 9.5’ tall · CUSTOM METAL CARGO CONTAINER · DIESEL AIR COMPRESSOR · ALUMINUM SERVICE CABINET · CONTROL PANEL · BARREL PUMPS AND PRESSURE PRIMERS · PORTABLE PUMP & 60 ft. AIR HOSE · STAINLESS STEEL HOSE REELS WITH 100 ft. DISCHARGE HOSES.

EASILY SERVICEABLE AND PARTS AVAILABLE
DUALCO’s Model 11650, high-pressure, high-volume, skid-mounted, fully-transportable lubrication assembly, is ideal for gathering, transmission, distribution and plant applications. It is equipped to operate with multiple 55-gallon (400 to 440 pound) drums and includes an additional 5-gallon (40 pound) lubrication unit. This smaller unit is designed to pump cleaners and lubricants at pressures up to 10,000 psi. This self-contained lubrication assembly is designed for remote locations where power sources, such as electricity, air, or gas, are not available. The 11650 performs well in hot or cold environments and is a precision-manufactured, rugged, long lasting assembly. It is designed to pump various types of heavy or light lubricants, sealants, packing or cleaners up to NLGI-4.

The Diesel Generator/Air Compressor which powers this assembly builds pressure rapidly, affording extra electrical and pneumatic power when needed. This quick response increases the assembly’s ability to pump heavy or special materials efficiently. By utilizing Stainless Steel Hose Reels instead of conventional ones, increased corrosion protection and longer life is assured. The 11650 is easily vehicle-transported from job site to job site and is loaded from top lift points of the assembly, or from the assembly bottom, via forklift.

**FEATURES**

- Completely Self-Contained and Self-Powered
- Superior Pumping Performance with Lubricants, Sealants, Packing and Cleaners
- Used for Lubricating Pumps, Ball, Gate and Plug Valves
- Safety Devices, include Runaway Valves, Relief Valves, Bleeder Valves and Air Regulators
- Includes 3 Pressure Primers and 3 Pumps
- Stainless Steel Hose Reels and Hoses – Includes a Flow Counter on each Hose Assembly
- Heavy-Duty Construction and Easy Drum Change-Over
- Easy Start-Up and Shut-Down

**OPERATE WITH CAUTION AND SAFETY**

SPECIFICATIONS:  
SHIPPING WEIGHT 8,000 lbs., NET WEIGHT 7,800 lbs. (WITHOUT GREASE)  
DIMENSIONS 14’ X 8’ X 7’ tall  
CUSTOM METAL SKID  
DIESEL AIR COMPRESSOR  
ALUMINUM SERVICE CABINET  
CONTROL PANEL  
BARREL PUMPS AND PRESSURE PRIMERS  
FLUSH PUMP & 60 ft. HOSE  
STAINLESS STEEL HOSE REELS WITH 100 ft. DISCHARGE HOSES

THIS PRODUCT IS SERVICEABLE, RECYCLABLE, AND PARTS ARE AVAILABLE